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5866 100 101, 5866 100 105, 5866 100 125 
 
1C universal primer  
 

Fields of application: 
1C universal primer is suitable as primer and primer filler. Can also be used a corrosion protection primer 
in a three-layer structure with 2C-HS filler, art. No. 5866 102 …. For fast, inexpensive repairs. 

 
Properties: 

 Fast drying time 
 High filling capacity 
 Active corrosion protection 
 Suitable for electrostatic application 
 Chromate and lead-free 

 
Application: 
Mixture:  Acrylic thinner 

Art. no. 0823 400 … 
Universal thinner 
Art. no. 0823 440 … 
Thinning adjustment up to 50% depending on layer thickness 

 

Application method:  
 

 Pressure (bar) Nozzle (mm) Spray passes  Dilution  
Air/gravity cup 3–4 1.4-1.5 2-3 40–50% 

Spray gun 2.5-3 1.4-1.5 2-3 40–50% 
Brush-on/roll-on     

Airless 120-150 0.28-0.33 1 5-10% 

 
For use as primer, only 1 spray pass (=15-20 μm) is required. 
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Drying: 
 
 Dust dry  Touch-dry Assembly-ready Suitable for painting 

over  
Object temperature 
20°C 

15–20 min 45–60 min 4–5 h 60 min 

Object temperature 
60°C 

  30 min  

 
Final hardness is achieved after two to three days (20°C). 

 
Technical data: 
VOC legislation:  Maximum permissible VOC content: 780 g/l of product category 2(c) 
   German ChemVOCFarbV. regulation. Max. VOC content: 734 g/l.  
 

Bonding agent basis Polyvinyl butyral 
Solids 38–42 percent by weight 

Specific weight (DIN 51757) 1.05–1.25 kg/l 
Colours Red, beige, dark grey 

Viscosity at 20°C (DIN 53211) 115 s 
Temperature resistance Continuous exposure: 120°C, briefly: 150°C 

Aggregate state Fluid 
Odour Characteristic 

Vapour pressure at 20°C 10.7 hPa 
Density at 20°C (DIN 53217) 1.04 g/cm³ 

Gloss level (DIN 67530) 10–20%/60° (matt) 
Theoretical yield 7.5–8.0 m²/kg 

Shelf life 36 months 
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Notes: 
Notes on application: 
Application conditions:  + 10°C and above and up to 80% relative humidity 
 
Surface pre-treatment:  Iron, steel: 

Clean, sand if necessary (remove rust, scale, rolling skin) and degrease with silicone 
remover, art. no. 0893 222… . 
Zinc: 
Ammonia-based wetting agent wash (zinc cleaner, art no. 0893 460 100) 
Aluminium: 
Clean, sand lightly and degrease with silicone remover, art. no. 0893 222… 

 

 
 
 

This advice is based on our own research and 
experience. It is presented in good faith and may be 
considered reliable. However, due to the diverse 
processing, application and handling possibilities the 
information provided may not be considered legally 
binding. The same applies to the information provided by 
our technical and commercial customer service. 

We recommend the users of our products to perform 
their own tests in order to determine whether our 
products are appropriate for the respective use and 
environment. We guarantee the consistent quality of 
our products. We reserve the right to implement 
technical changes and improvements. 

 
 


