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0893 106 7 

Container size: 400 ML 

 

HHS Grease 

High-quality, white, long-life maintenance grease with PTFE 
 

Fields of application: 

Suitable for lubrication during maintenance and service tasks, e. g. hinges, joints, sliding rails and 

much more. 
 

Properties: 

 Excellent sealing properties against moisture and dirt. 

 Optimum oxidation resistance and extended lubrication intervals. 

 Excellent corrosion protection. 

 Once the grease film has been torn off, the PTFE performs the lubrication (emergency running 

property). 

 Highly temperature-resistant. 

 Excellent material compatibility. 

 Neutral properties on painted substrates. 

 Special white pigmentation for optimal lubrication point recognition. 

 Resistant to sprayed and salt water. 

 Silicone, resin and acid-free. 

 

Sealing properties to protect against dirt and spray water: 

The grease forms a sealing “grease collar” between the basic body and counter body to protect 

against moisture and dirt particles (see fig. 1). Dirt is prevented from entering the lubricating points, 

therefore ensuring long-term lubrication. The extended lubrication intervals are only possible with 

thorough pre-cleaning of the lubrication point. We therefore recommend cleaning thoroughly before 

each use with HHS® Clean, art. no. 0893 106 10. 
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Figure  1 

 
 

Viscosity index: 

 
 

Application: 

Shake can well before use. Thoroughly pre-clean the lubricating points with HHS® CLEAN, art. no. 

0893 106 10. Then spray onto the cleaned surface. 
 

Technical data: 

Physical chemical values: 

Colour  Brilliant white 

Odour Characteristic  

Base oil  Mineral oil   

Type of solvent  Hydrocarbon solvent 

Temperature range  -15°C to +130°C 

Temporary temperature application range +150°C 

Base oil viscosity mm/s at 40°C (in accordance with DIN 51562) Approx 80 mm/s 

Density at 20°C, active ingredient (according to DIN 51757) 0.773 g/m³ 
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Pour point (in accordance with DIN ISO 3016) -15°C 

Shelf life  24 months 

Silicone-free   

Compatible with o-rings/x-rings   

Resin and acid-free   

AOX-free  

Resistant to 

Water   

Salt water  

Acids  

Lyes   

Material compatibility of the agent after evaporation of the solvent  

Steel   

Non-ferrous metals  

Non-ferrous base metals   

Stainless steel   

EPDM  

FKM  

NBR  

 
 

 

 

 

We provide this advice based on our own tests and experience 

and to the best of our knowledge. We assume no liability for 

the application results in individual cases, however, due to the 

large number of applications and the storage and application 

conditions that lie outside the scope of our influence. 

This also applies to the use of the non-binding technical and 

commercial customer services provided by us. We always 

recommend that you conduct your own tests. We guarantee the 

consistent quality of our products. We reserve the right to make 

technical changes and to further develop our products. 

 

 


