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HHS Drylube 
Dry synthetic wax, highly resistant to centrifugal force 

 
Fields of application: 
Suitable for lubricating fast-rotating elements, such as chains and machine parts, wire cables, motorbike chains and much 
more. 

 
Properties: 

 Low adhesion of dust 
 Excellent protection against corrosion 
 Outstanding creeping property and penetration of gaps 
 Contains solid lubricant — PTFE 
 Excellent compatibility with other materials — protects and conserves X-rings and O-rings 
 Compatible with plastic 
 Resistant to spray water and salt water, weak acids and bases 

 

Technical data: 
 

Physical chemical values:   

Colour  Yellowish   

Odour Characteristic   

Synthetic base oil  Synthetic wax  

Type of solvent  Easily vaporised hydrocarbon  

Solid-lubricant proportion  PE wax, PTFE; 22% in the dry film  

Temperature range  -30°C to 100°C  

Temporary temperature range 180 °C  

Vibration/friction/wear test Good  
Wear factor < 300 (80°C; 100 N) 

DIN 51 834 

Load capacity Loadable  

Density at 20°C (active substance) 0.727 g/ml DIN 51757 

Pour point, DIN ISO  -20°C DIN ISO 3016 

Flash point of active substance 
(without solvent) 

> 130°C DIN ISO 2592 

Shelf life  24 months  
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Silicone-free  ✔  

Compatible with O-rings and X-rings  ✔  

Resin- and acid-free  ✔  

AOX-free ✔  

Resistant to   

Water  ✔  

Salt water ✔  

Acids Weak acids  

Lyes  Weak lyes  

Material compatibility  
of the active substance following  
evaporation of the solvent  

  

Steel  ✔  

Non-ferrous metals ✔  

Non-ferrous metals  ✔  

Stainless steel  ✔  

Plastics  ✔  

Sealing materials: various types of 
rubber (natural and synthetic) 

  

EPDM Following evaporation of the solvent: very good  

FKM Very good  

NBR Good  
 

Notes: 
This product is not subject to the viscosity classification. Shortly after being sprayed on, the product forms a highly 
effective, wax-based dry lubricating film, thereby ensuring optimum protection against corrosion. 
 

We provide this information to advise you to the best of our 

knowledge based on our tests and experience. However, due 

to the large number of applications and the storage and 

handling conditions that lie outside the scope of our influence, 

we assume no liability for the application results in individual 

cases. 

This also applies to the use of the non-binding technical and 

commercial customer services provided by us. We always 

recommend that you conduct your own tests. We guarantee the 

consistent quality of our products. We reserve the right to make 

technical changes and to further develop our products. 

 

 


