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0893 107 003 
 
MULTI-PURPOSE GREASE IV 
Synthetic high-performance grease with white solid lubricants for the food and beverage industry 
 
Fields of application: 
The grease meets the requirements of the NSF H1 specification and is primarily used as a high-
performance multi-purpose grease in the food industry in which there is a risk of direct contact 
between the lubricant and foodstuffs. 
It is ideal for lubricating roller and journal bearings, even under extreme conditions such as higher 
temperatures, high pressures, shock and impact loads, water etc.   
 
Properties: 

 Reduces friction and wear 
 Protects against rust and corrosion 
 Stability against ageing and shearing 
 Good adhesive properties  
 Resistant to high pressure due to EP additive 
 Squeeze-stable 
 Oxidation-resistant 
 High pressure absorption capacity 
 Water-resistant 
 Excellent emergency running properties 
 Excellent resistance to dust, dirt and water 
 Resin, acid and silicone-free 
 Temperature range for use from -45 to +180°C (briefly up to +200°C) 
 NSF H1 registered (no.: 135928), meets the requirements of FDA 21 CFR178.3570 and 

USDA H1. 
 
 
 

 



 

Version: 000, Date: 20/12/2016  

Application: 
Clean the lubricating point thoroughly before filling for the first time. Apply a thin and even coat to 
the parts being lubricated. Observe the bearing manufacturer's specifications! Avoid mixing with 
other greases wherever possible. 
If used in areas in which food is processed or stored, only the minimum quantity technically necessary 
may be used. 
 
Technical data: 
Soap base AL complex 

Colour White 

Temperature range -45°C to +180°C (briefly up to +200°C) 

NLGI grade (DIN 51818) 2 

Worked penetration (DIN ISO 2137) 285 

Drop point (DIN ISO 2176) >250 

Base oil viscosity at 40°C 350 mm²/s 

Corrosion protection (SKF Emcor Test, DIN 51802) 0 

VKA welding load (DIN 51350) 3000 N 

Designation to DIN 51502 KPFHC2R-40 

Minimum durability 24 months 

Resistant to 

Water   

Salt water  

Acids  

Lyes   

Material compatibility  

Steel  Yes 

Non-ferrous metals Yes 

Non-ferrous base metals  Yes 

Stainless steel  Yes 

EPDM Yes 
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FKM Yes 

NBR Yes 
 

 
Notes: 
Greases are supplied in plastic cartridges. The plastic cartridges improve storage (they prevent the 
grease from oozing out at high temperature).  
Store cartridges upright in a cool, dry place! 
 
 
 
 

We provide this information to advise you to the best of our 

knowledge based on our tests and experience. However, due 

to the large number of applications and the storage and 

handling conditions that lie outside the scope of our influence, 

we assume no liability for the application results in individual 

cases. 

This also applies to the use of the non-binding technical and 

commercial customer services provided by us. We always 

recommend that you conduct your own tests. We guarantee the 

consistent quality of our products. We reserve the right to make 

technical changes and to further develop our products. 

 
 


