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0892 072 / 0892 073 
 
Underseal 
Bitumen-based coating compound containing solvents, cannot be painted over. 

 
Fields of application: 
For repair and protection of nonvisible areas that do not need to be painted over. Highly suitable as an external sound 
deadening mass, e.g. for wheel arches, underbodies etc. 

 
Properties: 
Excellent coverage and layer thickness account for excellent long-term corrosion protection (tested in accordance with 
DIN 50021). Very good sound deadening properties. No leaking or dripping off on vertical areas. Very robust, resistant 
to abrasion and permanently elastic after having dried completely. Dust-dry after 75 minutes, depending on the layer 
thickness. Resistant to spray water and salt water, weak acids and bases. VOC compliant, solvent-reduced.  

 
Application: 
Shake can well before use. The surface must be dry and free from grease, dirt and rust. Optimum spraying distance is 30 
cm. Allow the product to dry between coatings in case of thicker coatings. 

 
Technical data: 
 0892 072 Liquid 0892 073 Aerosol 
Chemical basis Bitumen 
Colour  Black 
Odour Characteristic 
Density at 20°C (DIN 51757) Approx. 1.09 kg/l Approx. 0.8 kg/l 
Skin formation* With 600-μ wet layer thickness  

Approx. 75 min. 
With 400-μ wet layer thickness  
Approx. 75 min. 

Drying time With 600-μ wet layer thickness 
200 min. 

With 400-μ wet layer thickness 
135 min. 

Temperature resistance after drying completely -25°C to +80°C -25°C to +80°C 
Solids content  Approx. 65% Approx. 33% 
Storage +10°C to +30°C +10°C to +30°C 
Salt spray test (DIN 50021) With 400-μ dry layer thickness 

>1000 h 
With 200-μ dry layer thickness 
>480 h 

Minimum durability 24 months 24 months 
Resistant to Water, salt water, oils, weak bases and acids 
*Depending on ambient conditions 
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Notes: 
After use, turn the aerosol can upside down and spray until the valve is empty. Do not spray on joints, engines, gears and 
brake systems. Working pressure 3–6 bar when applying with underbody protection gun, art. no.: 0891 110 640 or 
0891 110 63. 

 
 
 

This advice is based on our own research and experience. It 
is presented in good faith and may be considered reliable. 
However, due to the diverse processing, application and 
handling possibilities the information provided may not be 
considered legally binding. The same applies to the 
information provided by our technical and commercial 
customer service. 

We recommend the users of our products to perform 
their own tests in order to determine whether our 
products are appropriate for the respective use and 
environment. We guarantee the consistent quality of 
our products. We reserve the right to implement 
technical changes and improvements. 

 
 


